HH Heyue  SMD Aluminum Electrolytic Capacitors HTV

HTV

* Chip type with 8@~16d, 125°C, 5,000 hours, long life product.

* Designed For automobile modules and other high temperature applications.
- Peak acceleration: 30G

- RoHS Compliance.
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SPECIFICATIONS

+ 20%(120Hz.20°C)

-40 ~ +125°C

16~50VDC

33~2200pF

| £ 0.01CV or 3(pA) , which is greater. ( After 2 minutes application of DC rated voltage, at 20°C)

Measurement Frequency: 120Hz. Temperature: 20°C

Rated Voltage(V) 16 25 35 50
tan 5(Max) 0.20 0.20 0.14 0.14
Measurement Frequency: 120Hz.

Rated Voltage(V) 16 25 65 50
Z(-25°C)/Z(20°C) 5 2 2 2
Z(-40°C)/Z(20°C) 8 4 3 3

$8~P10:2000hours; $12.5:3000hours ; $16: 5000hours with application of rated voltage at 125°C
Within £30% of Initial Value
tan & 300% or less of Initial Specified Value

Capacitance Change

Leakage Current Initial Specified Value or less

The following specifications shall be satisfied when the capacitors are restored to 20°C after
exposing them for 1000 hours 125°C without voltage applied. Before the measurement, the
capacitor shall be preconditioned by applying voltage according to them 4.1 of JIS C5101-4.
Within £300% of Initial Value

tan & 300% or less of Initial Specified Value

Capacitance Change

Leakage Current

Initial Specified Value or less

3 o Capacitance | Within £ 10%
The ca:pamtors shall be kept on the hot plate maintained Change of Initial Value
at 250°C for 30 seconds. Initial Specified
After removing from the hot plate and restored at room tan 3 Value
t.emperatlljre they meet the characteristics requirements Leakage Initial Specified
listed at right. Current Value or less
Black print on the case top
Frequency Coefficient of Permissible Ripple Current
100 = F < 1K 1IK=F < 10K 10K = F < 100K 100K = F
0.60 0.85 0.93 1.00

The endurance of capacitors is reduced with internal heating produced by ripple current at the rate of halving the lifetime with every 5°C rise.
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H Heyue  SMD Aluminum Electrolytic Capacitors

DIMENSIONS(mm)
BChip Type  Fig.1 @D=8~10mm
Polarity Marking
(Cathode)
TV — Series Code
1452 Date Code
33 Rated Cap
50V #~— Rated Voltage

HTV

Polarity Marking

(Cathode)
TV Series Code
1452 Date Code
680 Rated Cap
50V Rated Voltage

Fig.2 @dD=12.5mm

STANDARD RATINGS

DxL(mm) ; R.C.(mA rms) at 125°C 100KHz, IMP(Q max) at 20°C 100KHz.

8x10.5 250 0.5
8x10.5 300 0.18 10x10.5 350 0.30
8x10.5 300 0.18
8x10.5 300 0.18 10x10.5 500 0.11 |12.5x13.5| 700 0.15
8x10.5 300 0.18
10x10.5 500 0.11
8x10.5 300 0.18 10x10.5 500 0.11 | 12.5x13.5| 1200 0.08
8x10.5 300 0.18
10x10.5 500 0.1 10x10.5 500 0.11 | 12.5x13.5| 1200 0.08 16x16.5 | 1000 0.09
12.5x13.5 | 1200 0.08
10x10.5 500 0.11 | 12.5x13.5| 1200 0.08 16x16.5 | 1800 0.05
12.5x13.5 | 1200 0.08
12.5x13.5 | 1200 0.08 16x16.5 | 1800 0.05
12.5x13.5 | 1200 0.08 16x16.5 | 1800 0.05
16x16.5 | 1800 0.05
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