M Heyue Aluminum Electrolytic Capacitors H
HBL  series

Features

8¢ ~18¢, 150°C, 1,000 hours assured

+ Chip type high temperature range, for +150°C use

+ For automobile modules and other high temperature applications
* RoHS compliance

=

Specifications

-55°C ~ +150°C

20% (at 120 Hz, 20°C)

I = 0.03CV or 4 (pA) whichever is greater (after 1 minutes)
Where, C = rated capacitance in pF, V = rated DC working voltage in V

Rated Voltage 10 16 25 35 50
T [ia) D¢ =10 0.26 0.20 0.16 0.14 0.14
D¢ =125 0.22 0.18 0.16 0.14 0.12

When the capacitance exceeds 1,000uF, 0.02 shall be added every 1,000uF increase.

Impedance ratio shall not exceed the values given in the table below.

Rated Voltage 10 16 25 35 50
Impedance | Z(-40°C) D =10 10 8 6 4 4
Ratio /Z(+20°C) | D¢p =125 8 6 4 4 4
Test Time 1,000 Hrs
Capacitance Change Within  30% of initial value
Tand Less than 300% of specified value
Leakage Current Within specified value

* The above specifications shall be satisfied when the capacitors are restored to 20°C after the rated voltage applied for
1,000 hours at 150°C.

Test Time 1,000 Hrs
Capacitance Change Within  30% of initial value
Tand Less than 300% of specified value
Leakage Current Within specified value

* The above specifications shall be satisfied when the capacitors are restored to 20°C after exposing them for 1,000 hours
at 150°C without voltage applied.

Frequency (Hz) 120 300 1k 10k up
Multiplier 0.67 0.79 0.91 1.00
DIMENSIONS(mm)
BChip Type  Fig.1 @D=8~10mm Fig.2 @D=12.5mm
Polarity Marking
Polarity (Cathode)
Series Series code
BL Month B Month code
1 OO—E Capacitance 1816—%— Date Code L
50 Voltage 100 Capacitance
50V Voltage -
(mm)

8.0 10.0 8.3 8.3 9.0 0.7~1.1 3.2 0.3
10.0 10.0 10.3 10.3 11.0 0.7~1.3 4.5 0.3
12.5 13.5 13.0 13.0 13.7 1.1~1.4 4.5 0.4
16.0 16.5 17.0 17.0 18.0 1.1~1.4 6.4 0.4
18.0 16.5 19.0 19.0 20.0 1.1~1.4 6.4 0.4
18.0 21.5 19.0 19.0 20.0 1.1~1.4 6.4 0.4
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HH Heyue Aluminum Electrolytic Capacitors

=

DxL(mm) ; R.C.(mA rms) at 105°C 100KHz
STANDARD RATINGS IMP(Q max) at 20°C 100KHz.

8x10
8x10 80 10x10 100
8x10 110 8x10 110 10x10 120 [12.5x13.5| 420
8x10 110 10x10 150 10x10 150 |12.5x13.5| 550 | 16x16.5 | 550
10x10 | 150 12.5x13.5| 650 [12.5x13.5| 650 | 16x21.5 | 650
12.5x13.5| 750 [12.5x13.5| 700 | 16x16.5 | 750 | 16x21.5 | 850
12.5x13.5| 800 |12.5x13.5| 800 | 16x16.5 | 800 | 16x21.5 | 950 | 18x21.5 | 1,100
12.5%x13.5| 900 | 16x16.5 | 850 | 16x21.5 | 1,000 [ 18x21.5 | 1,150
18x21.5 | 1,350 | 18x21.5 | 1,350
18x21.5 | 1,400
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